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Welcome
to the noisy world of Randomwaves



At Randomwaves, 
we believe the best instruments
are the ones you bring to life.

 

Drumboy Pro
is made to be built,

tweaked, and truly yours.



https://github.com/Randomwaves

https://discord.gg/5atevNH6UU



GETTING STARTED

Headphones First

For the best audio experience, plug in your headphones 
before connecting USB power — this helps ensure smooth 
performance with all headphone types.

Cable Compatibility

Drumboy Pro is powered via a USB-C port and supports standard 
USB-C to USB-C cables.

Power Source

We recommend always powering Drumboy Pro via an independent 
power bank instead of a wall adapter. This eliminates active-ground 
noise when connecting to mixers or sound cards.
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Take the black package labeled Bits & Pieces.Open the package labeled Main Board and place the board 
on the table.

Thread the male spacer from the top and the female spacer 
(with the narrower hole side) from the bottom into the 10 holes 
shown in the previous photo.

Open the package and take the plastic female & male spacers.

PCB Top

PCB Bottom

malefemale



Gently flip the brown locking tab of the connector 90 degrees 
upward with your fingernail.

Place the main board face-down on top of the screen, 
and guide the screen cable through the hole on the board.

Place an object on the table that is 3–4 cm tall and no wider 
than the screen.

Open the package labeled LCD, take out the screen,
and place it face-down on the object as shown in the photo.05
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Hold the screen in place and flip the main board face-down 
onto the table. Take the black package labeled LCD Case 
from inside the Casing package and open it.
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Flip the brown locking tab 90 degrees downward with your 
fingernail to close the connector. The white line on the cable 
should sit just below the brown tab.
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Slide the cable with your finger between the black part of the 
connector and the brown tab. Once inserted, slide it 4–5 more 
times to ensure it is fully seated. 
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slide

slide

(If you experience cable connection issues) You can understand the 
insertion mechanism by positioning the screen as shown in the 
image and inserting the cable straight into the connector. Then, 
return to Step 9 and apply the same principle in reverse.
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*If you experience any issues at this step, refer to the description in Step 11.
 



Place only the screen frame as shown in the photo, making 
sure the tabs on the frame snap into the board.13 Take the microSD card from inside the Knobs package and 

insert it into the main board as shown in the photo.14

Connect the USB cable to the main board. Hold the TEST 
button and push the top-left switch down to power on. Release 
the TEST button once the image appears on screen. 
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*If nothing appears on the screen, go back to the screen installation steps.

Check that the LEDs on the bottom row buttons, the left and 
right EQ LEDs, and the screen are all working.16



Press the TEST button again. Then, press each button one 
by one and verify that the corresponding button on the screen 
turns green.

17 Turn each knob one by one and check that the screen shows 
green when turned right and red when turned left.18

18 Press the TEST button once more. Then, check that the 
metronome sound is coming from both the HP and LO outputs.19

HPLO

(optional) Press the TEST button once more. Then, check 
that a trigger signal is coming from the Sync-out and Midi-out 
outputs (Channel 0).
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MOSO



Remove the screen frame, then peel off the protective film on 
the screen by lifting it from the bottom-right corner.22

Re-attach the screen frame and the clear acrylic protector.23

If all tests have passed, turn off the device using the switch 
on the top left, then disconnect the USB cable.  21

*If you are experiencing any issues, contact us at support@randomwaves.io

Take the top panel from the Casing package and place it 
on the main board. Using the shorter screw bag from the 
Bits & Pieces package, secure the top panel with 8 screws.
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Once the front panel assembly is complete, it should 
look like the photo shown.25

Flip the device over and place the clear back panel from the 
Casing package onto the device. Secure it through the single 
hole in the bottom center using a long screw and female spacer.
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Case Top

Case Bottom

Secure the remaining 10 holes with the longer screws.27
Flip the device back to the front side and attach the knob caps 
from the Knobs package, aligning the inner hole shape of each 
cap with the corresponding knob.
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Align the inner hole shape 
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long



Take the Keycaps package and pour the keycaps onto the table.29 Using the photo as a reference, place the keycaps onto the keys.30

Assembly is complete! You can now connect the USB cable 
and power on the device. Visit randomwaves.io to download 
the user manual and get started.

3231 When attaching the keycaps, make sure the rear tabs are 
aligned with the key, then press down gently after fitting.



For any questions or suggestions, 
feel free to email us at support@randomwaves.io.

Stay musical!
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